
The following station post insulators comply with the IEC standard. The glaze colour of 

the insulators are brown, light gray, blue, etc,.

Standard Specification : IEC Pub.60273

6224 6225 6226 6227 6228 6229 6230

C4-95-II C4-125-II C4-150-II C4-170-II C4-200-II C4-250-II C4-325-II

mm 380 500 660 850 950 1200 1600

kN 4 4 4 4 4 4 4

N-m 800 800 1000 1200 1200 1800 2000

Low Frequency Wet kV 38 50 50 70 70 95 140

kV 95 125 150 170 200 250 325

kg 8 9 11 12 14 18 32

pcs 6 6 3 3 2 2 1

Catalog Number

IEC Class

Critical Impulse
Withstand Voltage

Number in Standard Package

Creepage Distance

Cantilever Strength

Torsion Strength

Net Weight, Each, Approx.,

Solid-Core Station Post Insulators

WOOJIN Electric & Power  Co., LTD.

Dimensions

D P1 P2 d1  d2

160 76 110 4-M12

160 76 110 4-M12

168 76 110 4-M12

168 76 110 4-M12

168 76 110 4-M12

190 127 159 4-M16

190 127 159 4-M16

Cat. No H

6229 560

6224 255

6225 305

6227 445

6230 770

6226 355

            (Unit : mm)

6228 475


